Coiffe isolante pour couverture chauffant IBC

Famille / Family : Accessoires pour IBC

FRE1 ENGE2

REFERENCE : 070380

eDimensions : 125 cm x 105 cm.
ePoids : environ 2 kg

eMatériaux : Nylon résistant avec isolation en polyester.

Recommandé en complément d’une couverture
chauffante pour IBC pour atteindre des températures
supérieures a 40°C.

Sur demande, nous pouvons également fournir une
coiffe avec une ouverture centrale pour un acceés facile
au bouchon de votre IBC.

La coiffe a été congue selon les principes standard de « double isolation » et permet, en combinaison
d’'une couverture chauffante, de conserver la chaleur et de réduire au minimum les pertes de chaleur
lides au réchauffement de votre IBC. A l'intérieur, nous retrouvons une fibre de verre de trés haute de
densité pour l'isolation.

La coiffe se fixe facilement et solidement sur la couverture chauffante a I'aide d'un systéme de corde
ajustable.

o

Convient pour tout
type d'IBC.

Réduit les pertes de
chaleur au minimum

Facile d’utilisation et
d’entretien.

Nylon résistant et
imperméable aux
projections d’eau

Fixation simple et
rapide a la couverture
chauffante

Garantie 1 an.
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Insulated lid for IBC heating jacket FRE1 ENGE2

Famille / Family : IBC’s accessories REFERENCE : 070380
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eDimensions : 125 cm x 105 cm.

*Weight : environ 2 kg « Suitable for every type

eMaterial : Heavy duty Nylon outer materials with Needled of IBC
Polyester insulation .

e Reduce Heat-loss to a

minimum
We recommend the lid to heat above 40°C (it helps the
heating rate). Also if the ambient temperatures are
low, then it helps even to keep the container around e Easy cleaning and
20°C. handling

Upon request, the lid can be supplied with an optional
flap if access is required to the centre fill-cap. * Waterproof Nylon
resistant to water

projections

e Easy and quick fix to

the heating jacket
The lid incorporates a heavy duty waterproofed nylon outer material, fitted with adjustable retaining cord. It
allows, combined with a heating jacket, to hold in the heat already in the container. A high thermal efficiency layer

of insulation is held in place to reduce heat-loss to a minimum. e 1 year warranty

The lid can be tightened in place easily according to an adjustable drawcord system (eyeleted skirt).
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